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AccuPress
AD15, AD25

Modular Inline Press Station
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SERIES

Inline die system, available in 15 ton (30,000 Lbs)
or 25 ton (52,000 Lbs) capacity consisting of a 
hydraulic cylinder and all hydraulic accessories 
needed. Excellent for wire piercing, flattening or 
marking.



AccuPress
AD15, AD25

Modular Inline Press Station

Versions                  AD15 - 15 ton
                              
 
Dimensions
Weight
Electrical
Hydraulic
Capacity

FEATURES
Hydraulics supplied from base machine power pack
Return and end of stroke sensors
Machined die set mounting
Quick change die set with precision stop pins (toolless changeover)

BENEFITS
Integrated press operation
Ideal for wire piercing, flattening, marking and swaging
Reduce production costs by eliminating additional parts handling

Die inserts must be specified per customer order

Available on  AFM modular machine systems

AIM, Inc.
502 S. Vista Avenue
Addison, IL 60101-4423
U.S.A.
Tel: +1 630-458-0008
Fax: +1 630-458-0730
info@aimmachines.com

AIM Europe S.A.
68th Km N. Rd Athens-Lamia
Paleohori, P.O. Box 36 
32 009, Greece
Tel: +30 22620.58900
Fax: +30 22620.59231
info@AIMEuropeSA.com

www.AimMachines.com

20"w X 36"l X 84"h    (both models)
2700 lbs (1227 kg) without die sets
24V I/O, AccuForm machine supplied
5" bore, 1" stroke cylinder
15 ton/ 25 ton

AD25 - 25 ton


